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FS1000 and below suitable for computer D FS1000 and above suitable for power
labs, computer rooms, server rooms and plants and factories.

control rooms.

600mm x 600mm x 30mm (thk) ~ 600mm x 600mm x 35mm (thk)
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4579 (degree) jointing edge with
conductive hard PVC trims to
ensure perfect alignment and

Woodcore Panel Y

minimise breakage

Woodcore Panel

Cementitious Panel

High pressure laminated with anti- High quality draw steel with a 64mm deep dome con.struction
static tile suitable for computer rooms. tough durable epoxy powder with cementitious infill for superior
(refer below for other laminate choice) surface panel strength & sound reduced
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PRODUCT : HPL PANEL

Panel Recommended  : FS800, FS1000, FS1250 & FS1500 /
WC800, WC1000 & WC1250

Type of Panel : Cementitious Infilled Steel HPL Panel /
Woodcore HPL Panel

Top Finishes . High Pressure Laminate With Anti-Static Tile

Concentrated Load : 800 - 1500 Ibs/force

Height : 150mm - 1000mm

Dimension : 600mm x 600mm x 35mm (thickness)

Weight : 14kg

Optional Covering : Conductive Tile / Anti-Static Vinyl Tile

Suitable for computer rooms, IBS rooms, control rooms and
etc. Panels are fixed to flat head pedestal and stringers to
enhance load carrying performances. The laminated floor
tiles tested accordingly to test procedure outlined.

‘Free standing system for easy access

‘Good abrasion resistance cycle for top finishes
‘Easy maintenance & durable surface cover
‘Electro-static dissipative, drain static charge
slowly to avoid charge built-up on the panel
surface

CEMENTITIOUS PANEL WOODCORE PANEL
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Suitable for Intelligence office general environment,
mounted on aluminium head pedestals to enable
positive positioning and allow the most unrestricted
access.

‘Corner Lock system for add rigidity

‘Free standing system for easy access
-Strength, durability and a comfortable solid
feel under foot

-Faster while future changes in floor height
or relieving is quick and simple with
minimum disruption to staff
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Bare Panel Series

Performance Selectlon Chart
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Uniform Load

Roillng Load (N)

| impact Load [Utimate Load |

lbs KN Kg KN / M? 10 passes 10,000 passes
FS800 800 3.6 363 12 3560 2670 0.5 14680
FS1000 1000 4.5 454 13 __ 4450 3560 0.5 16900
_FS1250 ||1250 55 568 | 14 || 5560 4450 06 ] 22240

FS800 and below suitable for general

office.

FS1000 and above suitable for trading

hall and control rooms.

[ 600mm x 600mm x 30mm (thk)

600mm x 600mm x 35mm (thk)

D Special application

Woodcore Panel

iy

Cementmous Panel

Woodcore Panel

64mm deep dome construction
with cementitious infill for superior
panel strength & sound reduced

High quality draw steel with a
tough durable epoxy powder
surface

Bare finish suitable for intelligence
office (refer below for choice of
covering)

Carpet Tiles






